
 Kroma mec S.r.l.       13 

Caratteristiche  
Le custodie della serie EJBX (spessore 12mm per le pareti, 20mm per il 
coperchio) vengono impiegate sia come cassette di derivazione con/
senza morsetti, sia per l'installazione di altri apparati elettrici come 
interruttori, segnalatori, sezionatori, teleruttori, trasformatori. 
Le custodie possono essere forate e filettate su specifica del cliente. 
 
Corpo e coperchio in acciaio inox AISI 316L 
Viti di chiusura coperchio in acciaio inox. 
Viti di terra interne/esterne. 
Cerniere in acciaio inox. 
Guarnizioni in silicone 
 
IP 66/67 
Telaio interno. Staffe per il fissaggio. 
Valvola di sfiato e drenaggio 

Features  
The EJBX series boxes (12mm walls thickness, 20mm cover thickness 
are used either as junction boxes with/without terminals, or for installa-
tion of other electrical equipment such as circuit breakers, signals, 
disconnectors, remote control switches, transformers. 
The boxes can be drilled and threaded to the customer's specification.  
 
Body and cover in AISI 316L stainless steel.  

The closing cover bolts are in stainless steel.  
Internal/external earth screws.  
Stainless steel hinges.  
Silicon gasket.  
 
Set for IP 66/67.  
Mounting brackets. Internal frame.  
Drain and breather valve. 

EJBX 
 zone 1 - zone 21     -20°C 

              

 zone 2 - zone 22  II 2GD Ex d IIB+H2 Gb Ex tb IIIC  Db IP66/67  +40°C 

               

CASSETTE Exd IIB+H2  T6  T5  II 2(1)GD Ex d [ia Ga] IIB+H2 Gb Ex tb [ia Da] IIIC IP66/67  -50°C 

               

JBOX Exd IIB+H2  T 80°C  T 95°C     +55°C ATEX - IECEx - INMETRO - GOST R 

 



 Kroma mec S.r.l.       13 



 Kroma mec S.r.l.       13 


